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1
PRECURSOR OF MGB2
SUPERCONDUCTING WIRE, AND METHOD
FOR PRODUCING THE SAME

CLAIM OF PRIORITY

The present application claims priority from Japanese
Patent application serial No. 2012-011689, filed on Jan. 24,
2012, the content of which is hereby incorporated by refer-
ence into this application.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a precursor of a supercon-
ducting wire having a core of MgB,.

2. Description of Related Art

MgB, is a superconductor discovered in the year 2001.
Since MgB, has the highest critical temperature (of 39 K)
among metallic superconductors, this superconductor may
make it possible to operate superconducting machines at a
temperature of 10 to 20 K, which is higher than conventional
superconducting-machine-operating temperatures. Thus, the
application thereof in this field has been expected. The expec-
tation has been directed, in particular, to application to
machines using a magnetic field very small in fluctuation with
time, such as nuclear magnetic resonance spectrometers, and
magnetic resonance imaging diagnostic machines for medi-
cine. This is because MgB, hardly causes a problem of flux
creep which arises remarkably in cuprate superconductors or
others.

MgB, gives a practical critical current density in the case of
filling a powder thereof into a metallic tube, subjecting the
workpiece to area-reducing working to be made into a wire,
and then firing the wire. This wire-producing method is called
the powder-in-tube method. The powder-in-tube method,
which may be referred to as the “PIT method” hereinafter, is
roughly classified into two methods in accordance with the
species of the powder to be filled.

One of the two is a method of using Mg (magnesium)
powder and B (boron) powder as the powder to be filled, and
firing the powders to produce MgB,. This is called the in-situ
method. The other is a method of using MgB, powder (mag-
nesium diboride powder) as the powder to be filled, and firing
the powder to strengthen bonding between particles of the
MgB, powder. This is called the ex-situ method.

Japanese Patent Laid-open No. 2007-157590 (Patent
Document 1) discloses a method for producing a magnesium
diboride superconducting wire by the powder-in-tube
method, the method including the steps of arranging a metal-
lic core into a powder inside a metallic tube, and then sub-
jecting the workpiece to area-reducing working provided that
a thin-film layer of components to be introduced into a super-
conductor to be obtained is laid onto the metallic core or
metallic tube in advance before the working, whereby strong
power in the area-reducing working step is used to disperse
the components into the superconductor.

G. Ginuchi et al. “Grain size effects on superconducting
properties of high density bulk MgB,” Supercond. Sci. Tech-
nol. 17 (9) (2004) 5583-588 (Non-Patent Document 1) states
that it is desired that B powder as the raw material is a fine
amorphous powder.

Katsura et al. “Particle Size Reinforcing Factors and Grain
Boundary Pinning of In-situ Method MgB, Bulk” Cryogenic
Engineering, Vol. 41 (2006) No. 11 pp. 497-504 (Non-Patent
Document 2) describes a matter that particle-size-reinforcing
factors of a non-doped in-situ MgB, bulk are the particle size
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of'raw-material boron (B), the thermal treatment temperature,
the ratio between components of the starting material, and
others; a matter that the production of MgB, high in grain
boundary density is effective for improving the critical cur-
rent density Jc property of the MgB, bulk in a high magnetic
field; and others.

SUMMARY OF THE INVENTION

The present invention can provide a precursor of an MgB,
superconducting wire, having a linear structure including a
core region containing a magnesium powder and a boron
powder, and a sheath region formed of a metal covering an
outer circumferential portion of the core region, in which the
boron powder is crystalline, and has a volume-mean particle
size of 2 um or less.

According to the present invention, a crystalline boron
powder easily available and low in cost is used to make it
possible to provide the MgB, superconducting wire excellent
in critical current density property. Additionally, it becomes
easy to make the MgB, superconducting wire into a thin-wire
form, a long-wire form, and a form having a multi-core struc-
ture.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is aschematic sectional view illustrating a tape wire.

FIG. 2A is a perspective view illustrating the tape wire
schematically.

FIG. 2B is a partial sectional view of the wire in FIG. 2A.

FIG. 3A is an enlarged sectional view which schematically
illustrates an MgB, core region of the tape wire before the
wire is fired.

FIG. 3B is an enlarged sectional view which schematically
illustrates the MgB, core region of the tape wire after the
firing.

FIG. 4 is a graph showing respective particle size distribu-
tions of a boron powder which is a raw material of Example 1
before and after the powder is pulverized.

FIG. 5 is an enlarged sectional view which schematically
illustrates an MgB, core region of a tape wire of Example 1
after the wire is fired.

FIG. 6 is a graph showing a particle size distribution of
boron remaining in the MgB, core region of the tape wire of
Example 1 after the firing.

FIG. 7 is a graph showing a particle size distribution of a
boron powder that is a raw material of Example 2 after the
powder is pulverized.

FIG. 8 is an enlarged sectional view which schematically
illustrates an MgB, core region of a tape wire of Example 2
after the wire is fired.

FIG. 9 is a graph showing respective particle size distribu-
tions of boron powders which are each a raw material of
Example 4 after the powders are pulverized.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

The present invention relates to a precursor of a supercon-
ducting wire having a core of MgB, (magnesium diboride),
and to a superconducting wire obtained by firing this precur-
sor and having a high critical current density property and a
high mechanical strength. A superconductor magnet obtained
by making this precursor into a coil form and then firing the
coil can be applied to any nuclear magnetic resonance spec-
trometer or magnetic resonance imaging diagnostic machine
for medicine.
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The in-situ method is characterized in that MgB, produced
is higher in electrical intergrain connectivity than that pro-
duced by the ex-situ method. This characteristic can give a
high critical current density property. In the in-situ method,
characters of B powder produce a large effect onto the critical
current density property of MgB,.

Researches that have been made so far have demonstrated
that it is effective to use amorphous B powder (amorphous
boron powder) high in purity as a raw material. When crys-
talline B powder (crystalline boron powder) is used as a raw
material, the critical current density property of the resultant
is low. For this reason, in many researches about an improve-
ment in the critical current density of MgB, superconducting
wires, a high-purity amorphous B powder is used as a raw-
material powder. However, the high-purity amorphous B
powder is high in cost, and is not easily available. These
matters are serious problems against the commercialization
of MgB, superconducting wires.

An object of the present invention is to provide an MgB,
superconducting wire excellent in critical current density
property in the case of using a crystalline boron powder easily
available and low in cost.

Hereinafter, a description will be made about a precursor of
an MgB, superconducting wire according to an embodiment
of the present invention, a method for producing the precur-
sor, and others.

The precursor of MgB, superconducting wire (also
referred to an MgB, superconducting wire precursor) is a
precursor having a linear structure including a core region
containing a magnesium powder and a boron powder, and a
sheath region formed of a metal covering an outer circumfer-
ential portion of the core region, in which the boron powder is
crystalline, and has a volume-mean particle size of 2 pm or
less. The volume-mean particle size of the boron powder is
desirably 0.8 pm or less, desirably in particular 0.5 um or less.

In the MgB, superconducting wire precursor, the water
content by percentage of each of the magnesium powder and
the boron powder is desirably 0.5% or less by weight.

In the MgB, superconducting wire precursor, the ratio by
mole of magnesium contained in the core region to boron
contained therein is desirably from 1:1.5 to 1:2.5.

In the MgB, superconducting wire precursor, it is desired
that the core region comprises a boron carbide powder (B,C
powder), the boron carbide powder has a volume-mean par-
ticle size is 0.5 um or less, and the ratio by mole of boron
carbide contained in the core region to magnesium contained
therein is from 0.01:1 to 0.2:1.

A method for producing the MgB, superconducting wire
precursor is a method for producing the precursor that is a
MgB, superconducting wire precursor having a linear struc-
ture including a core region containing a magnesium powder
and a boron powder, and a sheath region formed of a metal
covering an outer circumferential portion of the core region.
This method includes the steps of: a pulverizing step of pul-
verizing a crystalline boron powder or a crystalline boron
bulk to obtain a crystalline boron powder having a volume-
mean particle size of 2 um or less; a mixing step of mixing the
crystalline boron powder with a magnesium powder to obtain
a mixed powder; and a wire-forming step of filling the mixed
powder into a metallic tube, and subjecting the resultant to
area-reducing working to form a wire.

In the producing method thereof, the crystalline boron
powder desirably has the volume-mean particle size 0of 0.5 um
or less. The wording “crystalline boron powder” denotes
powdery crystalline boron, and the wording “crystalline
boron bulk” denotes crystalline boron in a massive or block
form.
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The MgB, superconducting wire of the present invention is
a wire produced by use of the MgB, superconducting wire
precursor. In other words, the MgB, superconducting wire is
a wire obtained by firing the MgB, superconducting wire
precursor.

This MgB, superconducting wire can be applied to any
nuclear magnetic resonance spectrometer or magnetic reso-
nance imaging machine, or others.

Hereinafter, the above and matters related thereto will be
described in more detail.

Properties of any MgB, test pieces are evaluated by form-
ing the test pieces into tape wires by the in-situ PIT method,
and then measuring the critical current density thereof.

Specifically, the formation of the tape wires is in accor-
dance with the following steps:

EXAMPLES

First, an Mg powder and a B powder are prepared as raw
materials of Mg and B, respectively. The powders are
weighed to adjust the ratio by mole of the Mg powder to the
B powder to 1:2, and then a mortar is used to mix these
powders sufficiently with each other. The mixed powder is
filled into an Fe tube (i.e., a tube made of Fe) having an
outside diameter of 6.2 mm and an inside diameter of 3.5 mm.
The tube is then sealed at ends thereof.

Thereafter, the tube is subjected to grooving roll forming
into a rectangular wire having a size of 1.8 mmx1.8 mm (3.2
mm?), and then subjected to rolling into a tape wire having a
thickness of 0.5 mm and a width of 4.0 mm. The successive
works from the weighting of the powders to the filling thereof
are performed in the atmosphere of argon by use of a glove
box.

FIG. 11is a schematic sectional view illustrating the formed
tape wire (MgB, superconducting wire).

In this figure, a tape wire 10 is composed of a sheath region
1 containing an Fe component, and a core region 2 made of a
mixed powder of a Mg component and a B component.

In the core region 2 at the center of the wire, the mixture of
the Mg powder and the B powder are present in the state of
being compressed. MgB, which is a superconductor is gen-
erated in this region by firing the wire at an appropriate
temperature.

The tape wire 10 made into a superconducting member by
the firing is immersed in liquid helium (4.2 K), and a super-
conductive magnet is used to apply a magnetic field thereto.
In this state, electric current is passed thereto. The voltage
generated therein is measured by a four-terminal method. The
current value giving a generated voltage of 1 uV per centime-
ter of the tape wire is defined as the critical current (of the
wire). Furthermore, the value obtained by dividing the critical
current by the area of the core region 2 of the tape wire 10 is
defined as the critical current density Jc.

The volume-mean particle size (volume-average diameter)
MYV of particles described later is a volume-weighed mean of
the particle sizes of specific individual values of the particles.
Specifically, the volume-mean particle size MV is calculated
out by the following expression (1) about the particles the
number of which is n:

MV=(d \V +d5 Vot . .. +d, V)V +Vo4. .. +V,) (€8]

In this formula, the respective volumes of the particles are
represented by Vi, and the respective diameters of the par-
ticles are represented by di, wherei=1,2,3 ... and n.
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FIG. 2A is a perspective view illustrating the tape wire
schematically. FIG. 2B is a view illustrating a cross section of
the wire that is obtained by cutting on a broken line drawn in
FIG. 2A.

FIGS. 3A and 3B are each a view that schematically illus-
trates a state (microstructure) obtained by observing a cross
section of the core region containing MgB, through a scan-
ning electron microscope (SEM).

FIG. 3A shows the MgB, core region of the tape wire
before the firing; and FIG. 3B, the MgB, core region of the
rape wire after the firing.

As illustrated in FIG. 3A, particles 4 of the magnesium
powder are discretely present in the state of being extended
slenderly in the longitudinal direction by the working in the
core region 2 of the tape wire before the firing. A compact
body 3 of boron is present to be buried into gaps between the
particles 4.

In the core region 32 after the firing, voids 6 extended
slenderly in the longitudinal direction are discretely present,
and other portions are made of a polycrystal 5 formed of
crystal grains continuously connected to each other into a
network form, as illustrated in FIG. 3B.

The respective sizes and shapes of the voids 6 are substan-
tially consistent with those of the particles 4 of the Mg powder
before the firing. It can be therefore considered that in the
firing the Mg component of the magnesium powder particles
4 diffuses into the region of the compact body 3 of boron so
that magnesium and boron react with each other, whereby the
polycrystal 5 of MgB, is generated so that portions where the
magnesium powder particles 4 are originally present have
turned to the voids 6.

Hereinafter, the present invention will be more specifically
described by way of working examples of the present inven-
tion, and comparative examples.

Comparative Example 1

Prepared were an Mg powder having a particle size of 45
um as raw material of Mg (magnesium) and an amorphous
boron powder having a volume-mean particle size of 0.05 pm
as raw material of B (boron). These raw materials were used
to produce a tape wire, and the wire was fired at 600° C. for 1
hour. Thereafter, the critical current density Jc thereof was
measured. As aresult, at 7 T, the critical current density Jc was
a value of 150 A/mm?.

Crystal grains constituting the polycrystal 5 of MgB, were
very fine particles each having a smaller particle size than 0.1
pm.
From the tape wire after the firing, the sheath region of the
outer circumferential portion was carefully peeled off. The
dimension and the weight of the core region 32 made bare
were measured, and a calculation was made about the relative
density (="“actual density”’/“theoretical density”x100) of the
core region 32. As a result, it was understood that the density
was from about 50 to 55%. The reason why the relative
density was low as described herein is that the voids 6 were
present.

The individual reference numbers described in Compara-
tive Example 1 are the same numbers as used in FIG. 3B (the
same matter is applied to Comparative Example 2).

Comparative Example 2

Prepared were an Mg powder having a particle size of 45
um as raw material of Mg and a crystal boron powder (§
boron) having a volume-mean particle size of 45 um as raw
material of B. These raw materials were used to produce a
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tape wire, and the wire was fired at 650° C. for 1 hour.
Thereafter, the critical current density Jc thereof was mea-
sured. As a result, at 7 T, the critical current density Jc was
about zero.

From the tape wire after the firing, the sheath region of the
outer circumferential portion was carefully peeled off. The
core region 32 made bare was subjected to X-ray diffraction
analysis. As a result, Mg was observed as the main phase
thereof. Thus, it was understood that the reaction was unfin-
ished.

Thus, investigations were made about cases of extending
the period for firing the tape wire. However, even when the
period was made as long as 60 hours, the reaction hardly
advanced. Thus, next, investigations were made about cases
of raising the firing temperature. As a result thereof, it was
understood that the reaction was substantially completed
when conditions for the firing were set to conditions of a firing
temperature of 900° C. and a firing period of 12 hours, so that
MgB, turned to the main phase.

After the firing, crystal grains of the polycrystal 5 of MgB,
of the tape wire were observed through the SEM. The grains
were coarse grains having a grain size of several micrometers
to ten and several micrometers. This is because the crystal
grains grew, following the rise in the temperature for the
firing.

The critical current density Jc of the tape wire obtained by
the firing at 900° C. for 12 hours was measured. As a result,
the value thereof was 5 A/mm? at 7 T. When this value is
compared with that obtained in the case of the firing at 600° C.
for 1 hour, the value was made better but was remarkably
lower than that obtained in the case of using the amorphous
powder.

Example 1

Prepared were an Mg powder having a particle size of 45
um as raw material of Mg and a crystal boron powder (§
boron) having a volume-mean particle size of 45 um as raw
material of B. The B raw material was pulverized by use of'a
dry ball mill. The crystal powder as the B raw material is high
in hardness. Thus, a raw material used for a pulverizing vessel
and balls of the ball mill was ZrO, which has a high hardness.
The size (diameter) of the balls was set to 10 mm.

The particle sizes were each calculated out from a particle
size distribution obtained by a measurement through a par-
ticle size distribution meter (MICROTRUCK MT3300,
manufactured by Nikkiso Co., Ltd.). The principle of the
measurement is based on a laser diffraction/scattering
method.

FIG. 4 is a graph showing respective measurement results
of the particle size distribution of the boron crystal powder
before and after the pulverization.

From this graph, it is understood that the greatest value of
the particle size was 0.5 pum in the particle size distribution of
the boron crystal powder after the pulverization. The volume-
mean particle size thereof was about 2 um.

For reference, it is desired that the boron crystal powder
having the above-mentioned particle size distribution after
the pulverization is classified to collect a powder having a
volume-mean particle size of 1 um or less. The classification
of the powder may be attained by wind power.

A tape wire was formed from the Mg (magnesium) powder
and the pulverized B (boron) powder, and fired at 600° C. for
1 hour. Thereafter, the core region containing MgB, was
subjected to X-ray diffraction analysis. As a result, it was
understood that the reaction was unfinished. For this reason,
the firing period was made long to fire the same tape wire as
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described herein. As a result thereof, when the firing period
was adjusted to 60 hours, MgB, turned to the main phase.
However, the peak of Mg was also observed in a part of the
original quantity thereof. It is therefore understood that the
reaction was partially unfinished.

The critical current density Jc of the tape wire obtained by
the firing at 600° C. for 60 hours was measured. As a result, at
7 T, the value was 80 A/mm?, which is far larger value as
compared with that of the tape in Comparative Example 2.

The value is about V2 of that in Comparative Example 1.
However, the amorphous powder used as the B raw material
in Comparative Example 1 is expensive and further difficultto
obtain. By contrast, the crystal powder (§ boron) used in the
present example is inexpensive and is easy to obtain.

Furthermore, in order to complete the reaction, the firing
temperature was raised. As a result, when the firing conditions
were adjusted to a firing temperature of 800° C. and a firing
period of 12 hours, the peak of Mg in the X-ray diffraction
analysis was extinguished.

The critical current density Jc of the tape wire obtained by
the firing at 800° C. for 12 hours was measured. As a result,
the value was 60 A/mm at 7 T.

FIG. 5 is a schematic image obtained by observing,
through the SEM, a core region 32 as the core region of the
tape wire after the firing in the present example.

As illustrated in this figure, substantially the same micro-
structure as generated in the core region of Comparative
Example 1 was observed. However, the present example was
different from Comparative Example 1 in the following three
points:

1) The quantity of voids 6 was small.

2) Remaining unreacted boron 7 was observed.

3) Crystal grains constituting a polycrystal 5 of MgB, had
a somewhat large particle size of 0.5 um.

In order to quantify the voids 6, the relative density of the
core region 32 was calculated out. As a result, it was under-
stood that the density was about from 65 to 70%. This is a
higher value than the value in Comparative Example 1, and is
consistent with the SEM observation result.

FIG. 6 is a graph showing results obtained by measuring,
from the SEM image, the particle size distribution of the
remaining unreacted boron 7.

From this graph, itis understood that the particle size of the
unreacted boron 7 was distributed in the range of about 1 to 20
pum and the greatest value of the particle size was about 9 pm.
It can be considered that this is because coarse B particles
remain in the B raw material and the reaction of these par-
ticles was finished on the way. The sectional area of the
remaining unreacted boron 7 was 13% of the corresponding
sectional area of the core region 32 portion other than the
voids in the core region 32, and occupied a relatively large
proportion.

Example 2

Prepared were an Mg powder having a particle size of 45
um as raw material of Mg and a crystal boron powder (§
boron) having a volume-mean particle size of 45 um as raw
material of B. First, in the same manner as in Example 1, the
raw material of B was pulverized by use of a dry ball mill.
Subsequently, the pulverized material was secondarily pul-
verized by use of a wet bead mill. The material of the used
balls (beads) was ZrO,, and the size (diameter) of the balls
was set to 0.2 mm. The wet pulverization has an effect of
preventing the aggregation of the powder particles. The use of
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the small-diameter balls increases contact points between the
powder and the balls so that the powder may be pulverized
into a smaller size.

FIG. 7 is a graph showing the particle size distribution of
the resultant boron powder.

From this graph, it is understood that the volume-mean
particle size was 0.3 um. The particle size distribution was
also sharp, and powder particles having a particle size more
than 1 pm were almost none.

When the firing temperature was fixed to 600° C. and the
firing period was varied, the critical current density Jc of the
tape wire became largest when the firing period was 12 hours.
The obtained value was 180 A/mm? at 7 T, which was a higher
value than that in Comparative Example 1.

The MgB, core of the tape wire after the firing was
observed through the SEM. As a result, a microstructure as
illustrated in FIG. 8 was observed. This microstructure had
the following characteristics:

1) The quantity of voids 6 was small (relative density: 65 to
70%).

2) The remaining proportion of unreacted boron 7 was 5%
or less.

3) Crystal grains constituting a polycrystal 5 of MgB, had
a size of 0.1 pm or less.

(Consideration of Advantageous Effects)

The inventors have investigated various means for pulver-
izing crystalline boron powder to find out that the selection of
appropriate conditions for dry ball milling treatment makes it
possible to adjust the volume-mean particle size of the pow-
der to 2 pum or less. Moreover, the inventors have also found
out that the selection of appropriate conditions for wet bead
milling treatment using small-diameter balls makes it pos-
sible to adjust the volume-mean particle size of the powder to
0.3 pum or less. As a result, it has been understood that even
when a crystalline powder ( boron), which is inexpensive
and easy to obtain, is used as B raw material, the resultant
superconducting wire can gain a very high critical current
density Jc.

Hereinafter, reasons therefor will be considered.

Factor for deciding the critical current density Jc of MgB,
are flux pinning and the effective area of the current path
(concerned).

Firstly, a description is made about the flux pinning.

In a superconductor in a magnetic field, magnetic flux is
present in the state of being quantized. When a current is
passed into the superconductor, Lorentz force is applied to the
quantized magnetic flux. By the Lorentz force, the quantized
magnetic flux is moved, whereby pinning loss is generated so
that the resistance of the superconductor does not turn to zero.
It is therefore important to produce spots where the potential
becomes smallest which are called “flux pinning centers”
thereby to cause force for keeping the quantized magnetic
flux (flux pinning force) to act so as to cause the quantized
magnetic flux not to be moved. Main flux pinning centers of
a MgB, polycrystal are grain boundaries thereof. It is there-
fore important to make grains of the crystal small in order to
gain a high critical current density Jc.

Secondly, a description is made about the effective area of
the current path.

As described above, the core region 2 after the firing has
portions other than the polycrystal 5 of MgB,, such as the
voids 6 and the unreacted boron 7. Moreover, oxygen, water
and others are adsorbed on the core surface since the raw
material of Mg and the raw material of B are each powder. At
the time of the firing, these components form oxides, so that
the oxides may remain in the grain boundaries. It is also
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important to decrease these regions which do not contribute to
current transport in order to gain a high critical current density
Je.

In light of the above, reasons why a high critical current
density Jc was obtained in each of Examples described above
are recited below.

1) Improvement in the relative density by use of the crystal
powder (decrease in the voids):

The voids 6 are present in the core region 2 after the firing.
The generation of the voids is caused by a matter that the
volume is shrunken by 34% at the time of the reaction of
Mg+2B—=MgB,, since Mg and amorphous boron which are
raw materials have densities of 1.74 g/cm® and 1.7 g/cm®,
respectively, while MgB, has a density of 2.62 g/cm?>. Crystal
boron (P boron) has a density of 2.37 g/cm?; thus, the volume
is shrunken by 21% at the time of the reaction. Thus, in this
case, the volume shrinkage is smaller by 13% than in the case
of using amorphous boron. This volume-shrinkage-difter-
ence results in the decrease in the voids 6, that is, the improve-
ment in the relative density. The relative-density-improve-
ment makes the effective area of the current path better so that
the critical current density Jc is made higher.

2) Realization of low-temperature firing by making the
crystal powder finer:

When MgB, is fired at high temperature over a long period,
crystal grains thereof turn coarse. Thus, the grain boundaries
which become flux pinning centers are decreased so that flux
pinning force is declined. When MgB, is fired at low tem-
perature for a short period, the reaction is not finished so that
regions that are not made of MgB, are present in a large
proportion. Thus, a sufficient effective area of the current path
cannot be gained.

By contrast, when the crystal powder is made very fine, the
reaction of Mg+2B—=MgB, comes to be promptly caused;
thus, even by low-temperature/short-period firing, which
does not make the crystal grains coarse, a sufficient effective
area of the current path comes to be obtained. As a result, a
high critical current density Jc is obtained.

3) Decrease in the oxygen content by percentage by use of
crystal boron:

The surface of the crystal B powder reflects its crystal plane
to be very smooth. The surface area thereof is smaller than
that of amorphous B powder having the same particle size.
Thus, the quantity of water and others adsorbed onto the
crystal B powder is small. When amorphous B powder having
a particle size of 0.05 pum is heated to 200° C., the weight
thereof'is decreased by 2%. However, the rate of a decrease in
the weight is 1% or less by weight even about very fine crystal
B powder. Accordingly, in a powder-filled region of the tape
wire before the firing, water remains in a proportion of about
1% or less by weight in the amorphous B powder, and remains
in a proportion of about 0.5% or less by weight in the crystal
B powder. In the firing, these components turn to oxides to
decrease the effective area of the current path. In conclusion,
the low content by percentage of water and others in the
crystal boron would contribute to the improvement in the
critical current density Jc.

Example 3

In Examples 1 and 2, Mg and B were mixed with each other
at a ratio by mole of 1:2. However, the same advantageous
effects are obtained even when these are mixed with each
other at a ratio by mole of 1:1.5 to 1:2.5. When appropriate
conditions are selected at the time of firing a mixture of Mg
powder and B powder, the phase of any compound other than
MgB, is not easily generated so that either of Mg and B
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remains as an unreacted portion. When the ratio by mole in
this case is within the above-mentioned range, a relatively
high critical current density Jc can be obtained. It is however
desired that the quantity of the unreacted Mg and B present is
as small as possible.

Example 4

The respective B powders obtained in Examples 1 and 2
were used. B,C powders (boron carbide powders) therefrom
were each added to Mg in a proportion of 1 to 20% by mole of
Mg to produce tape wires. The B,C powders were adjusted
into two-species particle sizes, i.e., 0.5 pm and 0.05 pm. The
firing conditions were set to a firing temperature of 600° C.
and a firing period of 12 hours.

FIG. 9 is a graph showing a relationship between the addi-
tion amount of each of the two-species B,C and the critical
current density Jc at 4.2 Kand 7 T.

In accordance with the particle size of B,C powder, the
optimal addition amount thereof is varied. When the B,C
powder having the fine particle size of 0.05 um was added in
aproportion of 4%, the greatest critical current density Jc was
obtained and was 600 A/mm?.

The reason therefor would be as follows: as well known, B
(boron) sites of MgB, are partially substituted with C (car-
bon) to generate a lattice distortion; and a reduction in the
coherence length that follows this distortion makes an
improvement in the upper critical field, and strengthens pin-
ning force in the grain boundaries. In other words, it has been
verified that also in the very fine crystal B powders obtained
in Examples 1 and 2, the same Jc-improving eftect by the C
(carbon) substitution as seen in the amorphous B powder is
obtained.

In the present example, B,C powder was added as a C
(carbon) supplying source; however, this source may be any
other compound that contains C.

The high-Jc MgB, superconducting wire obtained in each
of Examples 1 and 2 needs not to be limited particularly to any
tape wire. Even when the wire is a wire having any shape and
any wire diameter such as a round wire or a rectangular wire,
the same advantageous effects can be obtained.

The present invention may not be applied to any wire
having a single MgB, core; thus, the present invention may be
applied to a multi-core wire including plural MgB, cores.
Generally, in particular, its MgB, cores are each fine in a
multi-core wire; however, in a case where highly-hard and
coarse B powder particles as seen in Comparative Example 2
are present in this wire, the particles make inroads in the metal
material surrounding the MgB, cores when the wire is
worked. Thus, the cores are broken or disconnected. The very
fine crystal B powders obtained in Examples 1 and 2 have an
advantageous effect of preventing the breaking.

The very fine crystal B powder obtained by the present
invention may be applied to not only any wire but also any
bulk magnet or other articles.

The use of a high-Jc MgB, superconducting wire obtained
by the present invention makes it possible to raise the inten-
sity of the magnetic field of a superconductive magnet applied
to a nuclear magnetic resonance spectrometer (NMR), amag-
netic resonance imaging diagnostic machine (MRI), and oth-
ers. As compared with Nb—Ti, Nb;Sn and other materials
that are the main current at present, MgB, has a higher Tc.
Thus, MgB, has a probability that without refrigeration with
liquid helium, a machine can be operated by cooling by
means of a refrigerating machine.

After the wire is fired, MgB, constituting the core region
has grain boundaries. The size of the MgB, grains divided by
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the grain boundaries is equivalent to the particle size of the
boron powder which is the raw material of B. Moreover, when
boron remaining in the core region after the firing is crystal-
line, it can be presumed that the B raw material is also crys-
talline boron.

What is claimed is:

1. A precursor of an MgB, superconducting wire, having a
linear structure including a core region containing a magne-
sium powder and a boron powder, and a sheath region formed
of a metal covering an outer circumferential portion of the
core region,

wherein particles of the magnesium powder are discreetly
present in a state of being extended slenderly in a longi-
tudinal direction in the core region, and compact bodies
of the boron powder are present to be buried into gaps
between the particles of the magnesium powder,

wherein the boron powder is crystalline, has a smooth
crystal plane, and has a volume-mean particle size of 2
um or less, and

wherein an actual density of the core region is about from
1.703%x10° to 1.834x10° kg/m>.

2. The precursor according to claim 1, wherein water con-
tent of each of the magnesium powder and the boron powder
is 0.5% or less by weight.

3. The precursor according to claim 1, wherein a ratio by
mole of magnesium contained in the core region to boron
contained therein is from 1:1.5 to 1:2.5.

4. The precursor according to claim 1, wherein the core
region includes a boron carbide powder, the boron carbide
powder has a volume-mean particle size is 0.5 pm or less, and
a ratio by mole of boron carbide contained in the core region
to magnesium contained therein is from 0.01:1 to 0.2:1.

5. A method for producing a precursor of an MgB, super-
conducting wire including a core region containing a magne-
sium powder and a boron powder, and a sheath region formed
of a metal covering an outer circumferential portion of the
core region, the method comprising the steps of:

a pulverizing step of pulverizing a crystalline boron pow-
der or a crystalline boron bulk to obtain a crystalline
boron powder having a volume-mean particle size of 2
um or less;
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a mixing step of mixing the crystalline boron powder with
a magnesium powder to obtain a mixed powder after the
pulverizing step; and
a wire-forming step of filling the mixed powder into a
metallic tube, and subjecting the metallic tube filled with
the mixed powder to area-reducing working to form a
wire, thereby forming particles of the magnesium pow-
der which are discretely present in a state of being
extended slenderly in a longitudinal direction in the core
region, and compact bodies of the boron powder which
are present to be buried into gaps between the particles
of the magnesium powder.
6. The method according to claim 5, wherein the crystalline
boron powder has the volume-mean particle size of 0.5 pum or
less.
7. An MgB, superconducting wire produced by use of the
precursor recited in claim 1.
8. A nuclear magnetic resonance spectrometer including
the MgB, superconducting wire recited in claim 7.
9. A magnetic resonance imaging machine including the
MgB, superconducting wire recited in claim 7.
10. A precursor of an MgB, superconducting wire, having
a linear structure including a core region containing a mag-
nesium powder and a boron powder, and a sheath region
formed of a metal covering an outer circumferential portion
of the core region,
wherein particles of the magnesium powder are discretely
present in a state of being extended slenderly in a longi-
tudinal direction in the core region, and compact bodies
of the boron powder are present to be buried into gaps
between the particles of the magnesium powder,

wherein the boron powder is crystalline, has a smooth
crystal plane, and has a volume-mean particle size of 2
um or less.

11. The precursor according to claim 10,

wherein water content of each of the magnesium powder
and the boron powder is 0.5% or less by weight.
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